Lighter and Strongen

3D Pura features 360° omnidirectional high-strength
fibers, paired with premium structural materials for

the longest lasting performance. The interwoven fiber
matrix resists wear, tear, and multi-directional stress,
ensuring exceptional durability that outlasts traditional
sails in harsh marine environments.
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3D-Pura

Mylar film is a versatile material with many uses, but it is not suitable for performance sails.
Wilfersails' zero Mylar 3D-Pura construction method creates exceptionally durable sails that
resist stretching, UV degradation!

With zero Mylar construction, 3D-Pura sails maintain their shape and can withstand harsh
weather ensuring consistent top_tier performance throughout the sail's lifespan

Tape Fiber

UHMPE White

UHMPE Black

Kevlar Golden Yellow

Black Aramid

Carbon
Welght— Average weight only panel weight Sk|n COI r
Pura Raw 175g/m2 until 30ft white/black/Yellow Raw Material Black
Pura Raw 250g/m2 until 40ft white/black/Yellow Non-Woven Cle
Pura Raw 300g/m2 until 55ft white/black/Yellow Light Taffeta Y
Pura Raw 400g/m2 until 80ft white/black/Yellow Bl

ue

Pura NA 250g/m2 until 40ft white/black/Blue/RED Red

Pura NA 300g/m2 until 55ft white/black/Blue/RED
Pura NA 400g/m2 until 80ft white/black/Blue/RED
Pura NA 550g/m2 until 130ft white/black/Blue/RED

Pura light taffeta 250g/m2 until 40ft white/black/Blue/RED
Pura light taffeta 300g/m2 until 55ft white/black/Blue/RED
Pura light taffeta 400g/m2 until 80ft white/black/Blue/RED
Pura light taffeta 550g/m2 until 130ft white/black/Blue/RED
Pura light taffeta 650g/m2 until 200ft white/black/Blue/RED
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